


11 or More Lams 26F-V4
302-26

10% N1D 1:12
15% N1D -

- N1M -
15% N1D -
10% N1D 1:12

Lam splices are random

12

Prod:
Qty: Scale:

www.goodfellowinc.com
Tel.: 450-635-6511 Fax : 450-635-8304
DELSON, QUEBEC, J5B 1V5 

Checked:  M.R.

By: J.R.

05-02-2014

10 1/2"  /  16-1/2"
30'-9"
Southern Pine

X-section:
Length:
Material:

FABRICATION Stress Grade:
App. Grade:

26F-1.9E
Industrial

__/__/____ REVISIONDATE:

--------- --------------
June 25 Added Holes & Notes

Wright Construction Co. Inc.
1314-150-U   //   G-28107No.:

Customer:

Floating Bridge (Brookfield)Project :

B1
PRINTED: 25.06.2014

HOLE

U.N.O.
TYP.

225, Goodfellow Street 

Goodfellow inc.Glue Laminated Timber Beams 2-7 Date:

Treatment: Preservative Type II Penta Type A 0.60#

1/4" = 1'0"1 1/2" Ø

ADHESIVE:      COMPLYING TO AITC A 190.1

MOISTURE CONTENT OF LAMINATIONS:   MAXIMUM 19%

APPEARENCE GRADE:     INDUSTRIAL

AS PER ANSI/AITC A 190.1  IN ACCORDANCE W/ AITC 117 - CERTIFIED APA

LAMINATIONS:  STANDARD 1-3/8"

CAMBER:  1"

STRESS GRADE:              26F-1.9E

SPECIES:                 SOUTHERN PINE

LAMINATED TIMBER SPECIFICATION

LAMINATION LAYUP:      COMPLYING TO AITC 117 ANNEX B TABLE B1 

30'-9"

10
 1/

2"
1'-

4 1
/2"

1'-6 1/2" 13'-10" 13'-8 1/2" 1'-8"

8 1/4"
8 1/4"

1" Camber at Midspan

1'-3 1/2"
1/2" Chamfer B.S.1/2" Chamfer B.S.

1/2" Chamfer F.S.1/2" Chamfer F.S.

1'-2 1/2"

1'-2 1/4" 1'-1 1/2" 1'-10 1/2" 4'-1 1/2" 1'-10 1/2" 4'-1 1/2" 1'-10 1/2" 4'-1 1/2" 1'-10 1/2" 4'-1 1/2" 1'-10 1/2" 1'-1 1/2" 1'-5 1/4"

5 1/4"
5 1/4"

1/4"Ø x 4 1/4" Hole N.S. Typ.

AWPA Use Category UC4B Commodity 6F

FOR APPROVAL
NOT FOR CONSTRUCTION

STEEL ASSEMBLY BY OTHERS

8 Holes 13/16" Ø

6"
10

 1/
2"

6"

2"
2"

4 1/2"2 1/2"2 1/2"2 1/2"

6"
10

 1/
2"

6"

2"
2"

4 1/2"2 1/2"2 1/2"2 1/2"

8 Holes 13/16" Ø8 holes 13/16" Ø

6"
10

 1/
2"

3"

4 1/2" 2 1/2" 2 1/2" 2 1/2"

2"
2"6"

10
 1/

2"

3"

4 1/2" 2 1/2" 2 1/2" 2 1/2"

2"
2"

8 holes 13/16" Ø



11 or More Lams 26F-V4
302-26

10% N1D 1:12
15% N1D -

- N1M -
15% N1D -
10% N1D 1:12

Lam splices are random

2

Prod:
Qty: Scale:

www.goodfellowinc.com
Tel.: 450-635-6511 Fax : 450-635-8304
DELSON, QUEBEC, J5B 1V5 

Checked:  M.R.

By: J.R.

05-02-2014

Southern Pine

X-section:
Length:
Material:

FABRICATION Stress Grade:
App. Grade: Industrial

__/__/____ REVISIONDATE:

--------- --------------

Wright Construction Co. Inc.
1314-150-U   //   G-28107No.:

Customer:

Floating Bridge (Brookfield)Project :

B2
PRINTED: 25.06.2014

HOLE

U.N.O.

1 1/2" Ø
TYP.

225, Goodfellow Street 

Goodfellow inc.Date:

Treatment:

2" = 1'0"Glue Laminated Timber Beam 8
26F-1.9E 10 1/2"  /  16-1/2"

30'-9"June 25 Added Holes & Notes

ADHESIVE:      COMPLYING TO AITC A 190.1

MOISTURE CONTENT OF LAMINATIONS:   MAXIMUM 19%

APPEARENCE GRADE:     INDUSTRIAL

AS PER ANSI/AITC A 190.1  IN ACCORDANCE W/ AITC 117 - CERTIFIED APA

LAMINATIONS:  STANDARD 1-3/8"

CAMBER:  1"

STRESS GRADE:              26F-1.9E

SPECIES:                 SOUTHERN PINE

LAMINATED TIMBER SPECIFICATION

LAMINATION LAYUP:      COMPLYING TO AITC 117 ANNEX B TABLE B1 

1/2" Chamfer F.S.1/2" Chamfer F.S. 1/2" Chamfer F.S.

1" Camber at Midspan

1/2" Chamfer B.S.1/2" Chamfer B.S. 1/2" Chamfer N.S.

30'-9"

10
 1/

2"
1'-

4 1
/2"

1'-3 1/2"

1'-6"

1'-1"

1'-6 1/2" 13'-10" 13'-8 1/2" 1'-8"

8 1/4"
8 1/4"

3/4"Ø x 2 1/2" C.B N.S
1/2"Ø x 5 1/2" Lead Hole N.S.

1/4"Ø x 4 1/4" Hole N.S. Typ.

1'-2 1/4" 1'-2 1/4" 1'-2 1/4" 4'-1 1/2" 1'-10 1/2" 4'-1 1/2" 1'-10 1/2" 4'-1 1/2" 1'-10 1/2" 4'-1 1/2" 1'-2 1/4" 1'-2 1/4" 1'-2 1/4"

5 1/4"
5 1/4"

3 1/4" 3 1/4" 3 1/4" 3 1/4"

Preservative Type II Penta Type A 0.60#
AWPA Use Category UC4B Commodity 6F

3/4"Ø x 2 1/2" C.B N.S
1/2"Ø x 5 1/2" Lead Hole N.S.1/2"Ø x 5 1/2" Lead Hole N.S.

3/4"Ø x 2 1/2" C.B N.S

STEEL ASSEMBLY BY OTHERS

FOR APPROVAL
NOT FOR CONSTRUCTION

8 HOLES 13/16"Ø

6"
10

 1/
2"

3"

4 1/2" 2 1/2" 2 1/2" 2 1/2"

6"
10

 1/
2"

3"

4 1/2" 2 1/2" 2 1/2" 2 1/2"

8 HOLES 13/16"Ø 8 HOLES 13/16"Ø

6"
10

 1/
2"

6"

2"
2"

4 1/2"2 1/2"2 1/2"2 1/2"

6"
10

 1/
2"

6"

2"
2"

4 1/2"2 1/2"2 1/2"2 1/2"

8 HOLES 13/16"Ø

8 1
/4"

8 1
/4"

6 1/4" 6 1/4"

8 1
/4"

8 1
/4"

6 1/4" 6 1/4"



11 or More Lams 26F-V4
302-26

10% N1D 1:12
15% N1D -

- N1M -
15% N1D -
10% N1D 1:12

Lam splices are random

2

Prod:
Qty: Scale:

www.goodfellowinc.com
Tel.: 450-635-6511 Fax : 450-635-8304
DELSON, QUEBEC, J5B 1V5 

Checked:  M.R.

By: J.R.

05-02-2014

Southern Pine

X-section:
Length:
Material:

FABRICATION Stress Grade:
App. Grade: Industrial

__/__/____ REVISIONDATE:

--------- --------------

Wright Construction Co. Inc.
1314-150-U   //   G-28107No.:

Customer:

Floating Bridge (Brookfield)Project :

B3
PRINTED: 25.06.2014

HOLE

U.N.O.

1 1/2" Ø
TYP.

225, Goodfellow Street 

Goodfellow inc.Date:2" = 1'0"Glue Laminated Timber Beam 1
26F-1.9E

30'-9"
10 1/2"  /  16-1/2"

Treatment:

June 25 Added Holes & Notes

ADHESIVE:      COMPLYING TO AITC A 190.1

MOISTURE CONTENT OF LAMINATIONS:   MAXIMUM 19%

APPEARENCE GRADE:     INDUSTRIAL

AS PER ANSI/AITC A 190.1  IN ACCORDANCE W/ AITC 117 - CERTIFIED APA

LAMINATIONS:  STANDARD 1-3/8"

CAMBER:  1"

STRESS GRADE:              26F-1.8E

SPECIES:                 SOUTHERN PINE

LAMINATED TIMBER SPECIFICATION

LAMINATION LAYUP:      COMPLYING TO AITC 117 ANNEX B TABLE B1 

1" Camber at Midspan

1/2" Chamfer B.S.1/2" Chamfer B.S.

1/2" Chamfer F.S.1/2" Chamfer F.S.

1/2" Chamfer F.S.

1/2" Chamfer F.S.

30'-9"
10

 1/
2"

1'-
4 1

/2"

1'-3 1/2"

1'-6"

1'-1"

1'-6 1/2" 13'-10" 13'-8 1/2" 1'-8"

8 1/4"
8 1/4"

3/4"Ø x 2 1/2" C.B F.S
1/2"Ø x 5 1/2" Lead Hole F.S.

1/4"Ø x 4 1/4" Hole N.S. Typ.

1'-2 1/4" 1'-1 1/2" 1'-10 1/2" 4'-1 1/2" 1'-10 1/2" 4'-1 1/2" 1'-10 1/2" 4'-1 1/2" 1'-10 1/2" 4'-1 1/2" 1'-10 1/2" 1'-1 1/2" 1'-5 1/4"

5 1/4"
5 1/4"

3 1/4"3 1/4"3 1/4" 3 1/4"

Preservative Type II Penta Type A 0.60#
AWPA Use Category UC4B Commodity 6F

3/4"Ø x 2 1/2" C.B F.S
1/2"Ø x 5 1/2" Lead Hole F.S.

3/4"Ø x 2 1/2" C.B F.S
1/2"Ø x 5 1/2" Lead Hole F.S.

STEEL ASSEMBLY BY OTHERS

FOR APPROVAL
NOT FOR CONSTRUCTION

8 HOLES 13/16"Ø

6"
10

 1/
2"

4 1/2" 2 1/2" 2 1/2" 2 1/2"

2"
2"

3"

6"
10

 1/
2"

4 1/2" 2 1/2" 2 1/2" 2 1/2"

2"
2"

8 HOLES 13/16"Ø

3"

8 HOLES 13/16"Ø

6"
10

 1/
2"

2"
2"

4 1/2"2 1/2"2 1/2"2 1/2"

6"

6"
10

 1/
2"

2"
2"

4 1/2"2 1/2"2 1/2"2 1/2"

8 HOLES 13/16"Ø

6"

6 1/4" 6 1/4"

8 1
/4"

8 1
/4"

6 1/4" 6 1/4"

8 1
/4"

8 1
/4"



6-8 Lams 24F-V4
302-20 (1:14)

5% N1M 1:14
5% N1M -

- - -
15% N2M -

- N3C 1:8
15% N2M -

- - -
20% N1D -

Lam Splices are random

42

Prod:
Qty: Scale:

www.goodfellowinc.com
Tel.: 450-635-6511 Fax : 450-635-8304
DELSON, QUEBEC, J5B 1V5 

Checked:  M.R.

By: J.R.

05-02-2014

5"  /  8 1/4"
1'-10 1/2"
Southern Pine

X-section:
Length:
Material:

FABRICATION Stress Grade:
App. Grade:

24F-1.8E
Industrial

__/__/____ REVISIONDATE:

--------- --------------

Wright Construction Co. Inc.
1314-150-U   //   G-28107No.:

Customer:

Floating Bridge (Brookfield)Project :

B4
PRINTED: 25.06.2014

HOLE

U.N.O.

1 1/2" Ø
TYP.

225, Goodfellow Street 

Goodfellow inc.Glue Laminated Timber Diaphragm Date:

Treatment:

June 25 Added Notes

ADHESIVE:      COMPLYING TO AITC A 190.1

MOISTURE CONTENT OF LAMINATIONS:   MAXIMUM 19%

APPEARENCE GRADE:    INDUSTRIAL

AS PER ANSI/AITC A 190.1  IN ACCORDANCE W/ AITC 117 - CERTIFIED APA

LAMINATIONS:  STANDARD 1-3/8"

CAMBER:  1"

STRESS GRADE:              24F-1.8E

SPECIES:                 SOUTHERN PINE

LAMINATED TIMBER SPECIFICATION

LAMINATION LAYUP:      COMPLYING TO AITC 117 ANNEX B TABLE B1 

8 1
/4"

5"

1'-10 1/2"

4 1
/8"

4 1
/8"

1 1
/2"

1 1
/2"

5"

8 1
/4"

2 1/2" 2 1/2"

4 1
/8"

4 1
/8"

Preservative Type II Penta Type A 0.60#
AWPA Use Category UC4B Commodity 6F

STEEL ASSEMBLY BY OTHERS

FOR APPROVAL
NOT FOR CONSTRUCTION


